ACCURACY

SP-380

* Net Dimensions: 501(W) x 291(H) x 286(D)

* Cross Weight : 22Kg/ Pair

» 2 Way 3 Speakers Design (Bass-Reflex Type)
* Frequency Response: 35Hz - 20Khz

* Nominal Impendence: 8 Ohm

* Power Input: 100W

* Max Power Input: 160W

» Sound Reassure Level: 90db

» Woofer: 250mm

* Tweeter: 77mm x 2

SP-580

* 2 ways 3 Speakers Design (Bass-Reflex Type)
* Frequency Response: 35 kHz — 20 kHz

* Nominal Impendence: 8 Ohm

» Power Input: 200W

« Max power Input: 350W

» Sound Reassure Level: 92db

« Woofer: 250mm x 1

« Tweeter: 77mm x 2

- Net Dimension: 295x500x285(HxWxD)MM
- Box Dimension : 685x380x620(LxNxH)MM
« Net Weight : 21Kg

« Cross Weight: 23Kgs

SP-680

* Net Dimensions: 505(W) x 295(H) x 285(D)
 Cross Weight : 26Kg/ Pair
» 2 Way 5 Speakers Design (Bass-Reflex Type)

* Frequency Response: 38Hz - 20Khz
* Nominal Impendence: 8 Ohm

» Power Input: 80W

* Max Power Input: 150W

» Sound Reassure Level: 92db

» Woofer: 250mm

* Tweeter: 77mm x 4




