ACCURACY

Receiver Parameter Model : U-1
Frequency Range:UHF 700-900MHz
S/N ratio:>100dB

Frequency Stability: +0.003%

Dynamic Range:>100dB

Work Temperature:-20°C~+50°C
Dimensions (DxWxH): 210 x170 x 44mm

Handhold MIC parameter Model
Frequency Range:UHF 700-900MHz
S/N ratio:>100dB

Frequency Stability: +0.003%

Dynamic Range:>100dB

Work Temperature:-20°C~+50°C

Rated current:140mA

Dimensions : 250 (L) x 55 (dim.) mm

Infrared Wireless Mic.Systems

Max Deviation:+15KHz
Comprehensive Distortion:<0.2%
Signal Response:+40 Hz-16 KHz
Rated current:480mA

Voltage on receiver:DC:14~16V
Weight: approx. 2kgs

: U-1 (UH-100)
Max Deviation:+15KHz
Comprehensive Distortion:<0.2%
Signal Response:+40 Hz-16 KHz
Transmit Power:8.5mW
Usage on battery:6-8hours
Directivity:Single
Weight: 30g (without battery)

Baltpack parameter Model : U-1 ( UL-100 with MU-01 tie mic )

Dimensions(H x W x D) :
Weight :

Antenna :

Transmit Power :
Frequency Stability :
Work Temperature:
Battery Capacity :
Battery Charging :

Re : Description are subject to changed without further notice.

84 x 60 x 24mm
135¢g

Fixed Type
<50mwW
+0.005%

0~50

9V

6-8 hours



